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File: 50549.2K4_BEGA_IES.ies

TEST:	 BE_50503.2K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.2K4
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 139.58
10-20	 399.72
20-30	 604.84
30-40	 706.61
40-50	 651.59
50-60	 456.17
60-70	 206.94
70-80	 70.33
80-90	 23.91
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 3260
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 67
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.2K35_BEGA_IES.ies

TEST:	 BE_50503.2K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.2K35
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 135.51
10-20	 388.07
20-30	 587.22
30-40	 686.03
40-50	 632.61
50-60	 442.88
60-70	 200.91
70-80	 68.28
80-90	 23.21
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 3165
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 65
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.2K3_BEGA_IES.ies

TEST:	 BE_50503.2K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.2K3
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 135.51
10-20	 388.07
20-30	 587.22
30-40	 686.03
40-50	 632.61
50-60	 442.88
60-70	 200.91
70-80	 68.28
80-90	 23.21
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 3165
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 65
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.2K27_BEGA_IES.ies

TEST:	 BE_50503.2K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.2K27
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 134.16
10-20	 384.19
20-30	 581.35
30-40	 679.17
40-50	 626.29
50-60	 438.46
60-70	 198.90
70-80	 67.60
80-90	 22.98
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 3133
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 64
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.4K4_BEGA_IES.ies

TEST:	 BE_50503.4K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.4K4
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 130.26
10-20	 374.63
20-30	 571.52
30-40	 673.96
40-50	 624.64
50-60	 431.92
60-70	 182.69
70-80	 46.65
80-90	 14.15
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 3050
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 62
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.28
Spacing Criterion (90-270)	 1.28
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.4K35_BEGA_IES.ies

TEST:	 BE_50503.4K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.4K35
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 126.47
10-20	 363.72
20-30	 554.87
30-40	 654.33
40-50	 606.45
50-60	 419.34
60-70	 177.37
70-80	 45.29
80-90	 13.74
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2962
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 60
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.28
Spacing Criterion (90-270)	 1.28
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.4K3_BEGA_IES.ies

TEST:	 BE_50503.4K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.4K3
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 126.47
10-20	 363.72
20-30	 554.87
30-40	 654.33
40-50	 606.45
50-60	 419.34
60-70	 177.37
70-80	 45.29
80-90	 13.74
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2962
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 60
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.28
Spacing Criterion (90-270)	 1.28
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.4K27_BEGA_IES.ies

TEST:	 BE_50503.4K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.4K27
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 125.20
10-20	 360.08
20-30	 549.32
30-40	 647.79
40-50	 600.39
50-60	 415.14
60-70	 175.59
70-80	 44.84
80-90	 13.61
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2932
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 60
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.28
Spacing Criterion (90-270)	 1.28
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.6K4_BEGA_IES.ies

TEST:	 BE_50503.6K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.6K4
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 123.51
10-20	 354.06
20-30	 537.34
30-40	 627.55
40-50	 575.03
50-60	 391.51
60-70	 156.69
70-80	 32.95
80-90	 9.81
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2808
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 57
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.6K35_BEGA_IES.ies

TEST:	 BE_50503.6K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.6K35
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 119.91
10-20	 343.75
20-30	 521.69
30-40	 609.27
40-50	 558.28
50-60	 380.11
60-70	 152.13
70-80	 31.99
80-90	 9.52
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2727
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 56
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.6K3_BEGA_IES.ies

TEST:	 BE_50503.6K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.6K3
LAMP:	 43.5W LED

Zonal Lumen Summary
 
Zone	 Lumens

0-10	 119.91
10-20	 343.75
20-30	 521.69
30-40	 609.27
40-50	 558.28
50-60	 380.11
60-70	 152.13
70-80	 31.99
80-90	 9.52
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2727
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 56
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.
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File: 50549.6K27_BEGA_IES.ies

TEST:	 BE_50503.6K3
TEST LAB:	 BEGA
DATE:	 07/10/2018
LUMINAIRE:	 50549.6K27
LAMP:	 43.5W LED

Zonal Lumen Summary

Zone	 Lumens

0-10	 118.71
10-20	 340.31
20-30	 516.47
30-40	 603.18
40-50	 552.70
50-60	 376.31
60-70	 150.61
70-80	 31.67
80-90	 9.43
90-100	 0.00
100-110	 0.00
110-120	 0.00
120-130	 0.00
130-140	 0.00
140-150	 0.00
150-160	 0.00
160-170	 0.00
170-180	 0.00

Characteristics
Lumens Per Lamp	 N.A. (absolute)
Total Lamp Lumens	 N.A. (absolute)
Luminaire Lumens	 2699
Total Luminaire Efficiency	 N.A.
Luminaire Efficacy Rating (LER)	 55
Total Luminaire Watts	 49
Ballast Factor	 1.00
CIE Type	 Direct
Spacing Criterion (0-180)	 1.26
Spacing Criterion (90-270)	 1.26
Spacing Criterion (Diagonal)	 1.32
Basic Luminous Shape	 Circular
Luminous Length (0-180)	 0.00 ft
Luminous Width (90-270)	 1.37 ft (Diameter)
Luminous Height	 0.00 ft

Mounting Height: 10 ft. Grid Spacing: 5 ft.


